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NONWOVEN

Your reliable partner for
Nonwoven Technology

Engineering and manufacturing of
Nonwoven line components

Laboratory facilities for test with clients

Tailor-made solutions

Process technology support

- thermo bonding ovens
- drying & heat setting
- impregnating, spraying

santex group
Santex ¢ Cavitec * SperottoRimar
Santex Nonwoven
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Flexible Thermobonding Solutions Drying and Heat Setting

Santatherm - Santaframe

| - working width 500 - 5:000 mm
. 7 — — —" 7 - - capacity 200 - 4°000 kg/h
3 A RS TH AL  AER & - thickness 1-250 mm
| e e - weight 10 - 9'000 g/m2
HEl || ! ' | ! U P _density 5 - 400 kg/m3
l - T P B e e e e e e ..h"a'l'l'—#-'é L
: - = — g — S5 - speed 1-400 m/min
: [ Ty _ b 1] N B iy 5 SN T : - fibers any kind,
- = : : PET, PP, CV, Co
1 L 1 1 ’ ) ’ )
| |E @l ©f CH © :& : _ Bico, glass, recycled
QI A T e o H ot A and natural fibers
£l . L] - kL . =m e + L] . s
12
Advantages & Benefits
- highest flexibility Advantages & Benefits
- efficient heat transfer for reduced space and Santabond : L
; - advanced and flexible air adjustments for gentle . .
energy consumption . _ Smoothing and calibrating calendars in various web treatment - universal drying and
- access to any corner o the machine . design - contact-less drying or heat setting of sensitive heat S ettm_g system
- highest availability and reduced downtime for - cooling calendar NONWOVENS - working width up to
cleaning L - heating calendar - excellent temperature and air velocity distribution 6000 mm .

- advanced and flexible air adjustments for gentle - double calendar - for drying and curing of

- advanced chain sliding system follow downtime,

highest availability and lowest maintenance costs impregnated needle

punched or spun-lace
Nonwoven

- horizontal or vertical
chain system

- various pinning and/or
clamping plates
available

web treatment
- cleaning systems for reduced down time
- excellent temperatures and air velocity distribution
- low maintenance costs

Santatherm HS
Santafoam

- foam impregnating and coating
system

- tailor-made solutions for vertical or
horizontal fabric flow

- for needle punched, thermobonded
and spunlaced fabrics

system
- for airlaid and spunlaced Nonwoven

- speed up to 300 m/min

- for chemical (sprayed or impregnated),
thermal or powder bonding

- variable evaporation capacity up to ! ] ?
4'000 kg/h depending on the line santex group

fi ti Santex ¢ Cavitec * SperottoRimar
coniiguration Santex Nonwoven
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Products and final applications

Geotextiles
- stabilization
- separation
- filtration

Home textiles

- carpet backing

- furniture upholstery
- matress protection

Hygienic / medical
applications

- napkins

- face masks

- sanitary articles

Automotive
- acoustic insulation
- heat insulation

Industrial applications

- cleaning wipes for
industrial purpose

- wrapping material

Building construction
- heat and/or
- sound insulation

Santex AG
Fliegeneggstrasse 9
CH-9555 Tobel

Switzerland

Phone  +4171 918 66 66
Fax +41 71 918 66 80
Email cavitec@cavitec.ch

www.santex-group.com

_A®

S CAVITEC Sowees  SperottoRimar




